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NOTE: 

MODELS:

· The wind-guard is designed to allow cooking on your 
grill, with consistent flames, when high wind 
conditions are present.

  · The wind-guard unit is installed under the bottom 
ring perimeter of the ALXE barbeque units.  (refer to 
the wind shield installation sheet for installation 
purposes)

·  The wind-guard unit is intended to be operated 
with the hood in either opened or closed position, and 
is designed for permanent or temporary installation 
using minimal or no tools. 
 
· To ensure safe operation and quality results, always 
follow the instructions included in your barbeque unit's 
Care & Use Manual.AWS -42

TOP VIEW

 AWS WIND GUARD
 AVAILABLE UNITS: 

SIZE: W (LENGTH)

 AWS - 30 30 3/4" 
 AWS - 36 36 3/4" 
 AWS - 42 42 3/4" 
 AWS - 56 56 3/4" 

 AWS - 30 30 3/4" 
 AWS - 36 36 3/4" 
 AWS - 42 42 3/4" 
 AWS - 56 56 3/4" 
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TYPICAL AWS- WIND GUARD  INSTALLATION

 AWS -
 WIND GUARD

COUNTER
(by others)

"    23

  3"  

MAXIMUM

  1"  

"5

 OPENING

13
16

821

  171
2"  NOTE: See specification sheet for grill counter cutouts. 

"  16  5

  41
16"  " W "

(see chart below)

  " W "  
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