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THE INFORMATION CONTAINED IN THIS DRAWING IS THE
SOLE PROPERTY OF SUPERIOR EQUIPMENT SOLUTIONS
INC.   ANY   REPRODUCTION  IN  PART  OR  AS  A WHOLE
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DRAWN BY:

AIJ-30-01 TYPICAL INSTALLATION

BULLNOSE
NOTCH CUTOUT
DETAIL

NOTE: THE AIJ-30-01 UNIT
CAN BE USE WITH
BOTH THE ALXE 30” GRILL
AND THE AXE-30GT GRIDDLE.

RIGHT PROFILE

" 4

3

 251

"

DIM.

 24

811

" 

FRONT

16
7

111
4"

BODY
DIM.

TOP VIEW

" 

4
1

8
16

" 

 227

 25

" 
 349

 285
16" 

FRONT VIEW

 33" OUTSIDE BODY 

9
16

" 8

 34 " OUTSIDE EDGES 

 113 101
4" 

COUNTER CUTOUT REQUIREMENTS
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NOTE:

COUNTER MUST HAVE THE PROPER ELECTRICAL
AND GAS SUPPLY FOR YOUR APPLIANCE MODEL.
REFER TO YOUR UNIT'S MANUAL AND
SERIAL PLATE FOR MORE INFORMATION.
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